“Shadowclad texture with aluminium
flashings gives clean lines ...”




“Shadowclad purpose-designed
flashings...”

Horizontal ‘Z’ flashing

|| J«=———Shadowclad® cladding

Vapour permeable building paper
continuous behind cladding

50400

Additional wrap or flashing
tape dressed over flashing
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e 5mm minimum gap above and below flashing
Shadowclad®horizontal 'Z' flashing
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Vertical Isection
(Note: optional H3 accent board over joint. All fixing clear of flashing)
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“Shadowclad purpose-designed

flashings...”

External 90 box angle

o) : Interior lining

Shadowclad®cladding

Vapour permeable building paper
continuous around corner

50mm min.
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Shadowclad® External box angle
(15x15mm, 25x25mm)

50mm min.
3mm expansion gap

(15x15, 25Xx25mm)
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“Shadowclad purpose-designed
flashings...”

Internal 90 angle

- Shadowclad® cladding

Vapour permeable building paper
continuous around corner

. — . Optional corner batten. Back corner
™ . | chamfered to allow free drainage

Shadowclad® internal 90° angle

3mm expansion gap

T Internal wall lining




“Shadowclad purpose-designed
flashings...”

Internal ‘W’ angle



“Shadowclad texture with aluminium
flashings gives a water tight solution ...”



